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Chroma Power Electronics Test Solutions not only apply in the 3 ﬁ
industries of Information Technology, Communication, Aerospace

and National Defense, but also in energy efficient products such as www.chromaate.com
Hybrid Automobiles, LED luminance devices, solar and fuel cells that

are developed aggressively under the pressure of natural resource
constraints.

Chroma has a wide variety of instrumentation including AC Power
Sources, DC Power Supplies, DC Electronic Loads, AC Electronic Loads,
Digital Power Meters, and Automatic Test Systems that are ideal for
power input/output terminal tests and dynamic simulation.

The systems can be used to test PC/Servo/Telecom power supplies,
adapters, chargers, backlight inverters, LED power drivers, UPS's, PV
Inverters, and EV chargers. With technical support groups available
worldwide, Chroma can provide automated test systems and the

fabrication of test fixtures simultaneously at multiple locations across the

globe.
Ede, The Netherlands
Santa Clara, CA o 5 s Marlborough, MA Beijing
Ivine CA F!')OthI" Ranch, CA Shanghai. ¢ ?Shinyokohama, Japan
rvine, Tempe, AZ ~-Suzhouy,
Chongging e .
Shenzhen 9Taoyuan, Taiwan
Xiame'n?.' Hsinchu
Dongguan Kaohsiung
Hong Kong
Thermal/Multi-Function Data Logger 1~64 Channels cHi XNy
CH2 Time
B Models with 1, 8, and 64 channels on-line data recording. Multi-sets linked to TR R Y
a PC for hundreds of channels are possible CH3 'y x X XXX X x
m Supports B, E, J, K, N, R, S, and T type thermal couples with ITS-90 B

defined temperature range
B Individual channel cold junction compensation with <+0.5°C accuracy
Temperature resolution up to 0.01°C, error down to (0.01% of reading+0.5°C)
W VA-480 voltage adaptor :
Voltage range £480VDC ; Resolution TmV ; Accuracy 0.1% of reading+1mV
m VA-10 voltage adaptor :
Voltage range £10VDC ; Resolution 100uV ; Accuracy 0.05% of reading+500uV

|
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Digital Power Meters 1~4 Channels

B Meets ENERGY STAR / IEC 62301 / ErP ecodesign / SPEC POWER measurement requirements
B Supports several different wiring configuration power measurement (1P2W/1P3W/3P3W/3P4W) (66203/66204)

Model 66201 66202 66203 66204

Channel 1 1 3 4

Max. Voltage range 500Vrms 600/1200Vrms (option)

Max. Current range 4Arms 20Arms 20Arms 20Arms

Frequency 15-10kHz

AC/DC

Measurement Mode DI, A

40th Harmonics . Yes F

Measurement ' o
Dimendten 2U (H) 3U (H) 66203/66204 66201/66202



Programmable AC Sources 500VA~300kVA

B 500VA~60kVA/0~300Vac/single or three phase settings

W Low distortion output voltage waveform

B Power line disturbance simulation capability

m Harmonics and inter-harmonics synthesis functions

m High output current crest factor, ideal for inrush current testing

W Supports parallel functions to meet higher output power
requirements up to 300kVA

High Performance AC power source
61500 Series

Power Line Disturbance
Simulation

RTCA DO-160G
Aerospace Testing

S ——

Basic and Cost Effective AC power source
61600 Series

R T | LR LB

High Output Current

Crest Factor Master-Slave Parallel Operation

R —

Advanced AC power source
61700 Series
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Power Line Disturbance MIL-STD-704F Aerospace
Simulation Testing

S —

Regenerative Grid Simulator

61800 Series
= ~ @ Biofuel Power
(=5 | w 11 7

Solar Power

Grid Line

Energy Storage

R ti o
egenerative .
Grid Simulator System Wind Power

61800

Fully regenerative and applicable for 4 quadrants with voltage and current

R —

m [EC 61000-4-11, IEC 61000-4-14, IEC 61000-4-28 voltage dips
and frequency variation simulations

B Harmonics, interharmonics waveform synthesizer for
IEC 61000-4-13 testing

B Interface: GPIB/RS-232/USB/Ethernet

Model Specifications

61501 500VA/300V/DC, 15~1kHz/ 10
61502 1000VA / 300V /DC, 15~1kHz / 1@
61503 1500VA / 300V /DC, 15~1kHz / 10
61504 2000VA / 300V / DC, 15~1kHz / 1@
61505  4000VA / 300V / DC, 15~1kHz / 1@
61511 12kVA/300V/DC, 15~1.5kHz/ 10830
61512 18KVA/300V/DC,15~1.5kHz/10&3@
O bies  30KVA/300V/DC, 15~1.5kHz/ 10830
61512 36kVA/300V/DC, 15~1.5kHz/ 10830
+A615103 '

Get a quote
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Dimension
3U(H)

3U(
3U(
3UH
6U(H
Cabinet/26U(H)
Cabinet/26U(H)

Cabinet/
26U(H) x2

Cabinet/
26U(H) x2

H)
H)
)
)

* 61500 can be connected in parallel operation up to 90kVA

Model Specifications

61601 500VA/300V/DC, 15~1kHz/ 10
61602 1000VA / 300V /DC, 15~1kHz / 1@
61603 1500VA / 300V /DC, 15~1kHz / 10
61604 2000VA / 300V /DC, 15~1kHz / 10
61605  4000VA / 300V / DC, 15~1kHz / 10
61611 12kVA/300V/DC, 15~1.5kHz/ 10830
61612 18KVA/300V/DC, 15~1.5kHz/ 10830
O 103 30KVA/300V/DC, 15~1.5kHz/ 10830
61612 34kVA/300V/DC, 15~1.5kHz/10830
+A615103 '

Dimension
3U(H)

3U(
3U(
3UH
6U(H
Cabinet/26U(H)
Cabinet/26U(H)

Cabinet/
26U(H) x2

Cabinet/
26U(H) x2

H)
H)
)
)

* 61600 can be connected in parallel operation up to 90kVA

Model

61701

61702

61703

61704

61705

Model

61830

61845

61860

Specifications

1500VA / 300V / DC, 15~1.2kHz / 3@
3000VA / 300V / DC, 15~1.2kHz / 3@
4500VA / 300V / DC, 15~1.2kHz / 3@
6000VA / 300V / DC, 15~1.2kHz / 3@

12000VA / 300V / DC, 15~1.2kHz / 3@

Specifications

Dimension

Cabinet/9U(H)
Cabinet/9U(H)
Cabinet/9U(H)
Cabinet/9U(H)

Cabinet/20U(H)

Dimension

30kVA / 300V / DC, 30~100Hz / 1@ & 3@ Cabinet/39U(H)

45kVA / 300V / DC, 30~100Hz / 1@ & 3@ Cabinet/39U(H)

60kVA / 300V / DC, 30 ~100Hz / 1@ & 3@ Cabinet/39U(H)

* 61800 can be connected in parallel operation up to 300kVA



Programmable DC Power Supplies 600W ~ 1.5MW Q

H Voltage range : 0 ~ 1000V

B Current range : 0 ~ 3750A (system)

W Solar Array Simulation

B Static & dynamic MPPT efficiency test
B Shadowed |-V curve output simulation

W Power factor correction (0.95)

B LabView and labwindows

B Standard interface : USB/RS232/RS485/APG
m Optional interface : GPIB/ Ethernet

B Auto Sequencing Programming

Auto Range DC Power Supply
62000P Series

] hvoma 62012P-80-60

operating region
W |- L gr

! Conventonal Power = -

i - ! Supply operating region Pt

|
f

15 30 45 60

1ISO 16750-2:
Electrical loads and
corresponding tests

Constant Power Wide Range

Modular DC Power Supply

62000B Series H.
._-- i F
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High Power Density 15kW in 3U
62000H Series

T W T
High Slew Rate
Control 40V/ms

Master/Slave
Parallel Operation

Solar Array Simulator
62000H-S Series

EN50530 & Sandia &
CGC/GF004 Standard

Solar Array Simulation Function

www.chromaate.com
Model Specifications Dimension
62006P-30-80 30V / 80A / 600W
62006P-100-25 100V / 25A / 600W
62006P-300-8 300V / 8A/ 600W
62012P-40-120 40V / 120A / 1200W
62012P-80-60 80V / 60A / 1200W
62012P-100-50 100V / 50A / 1200W 19"(W), 2U(H)
62012P-600-8 600V / 8A / 1200W
62024P-40-120 40V / 120A / 2400W
62024-80-60 80V / 60A / 2400W
62024-100-50 100V / 50A / 2400W
62024-600-8 600V / 8A / 2400W
62050-100-100 100V / 100A / 5000W 19(W), 4U(H)

* The 62000P can be connected in parallel or serial operation up to
5 units.

Model Specifications
62015B-15-90 15V / 90A / 1350W
62015B-30-50 30V / 50A / 1500W
62015B-60-25 60V / 25A / 1500W
62015B-80-18 80V / 18A / 1440W
62015B-150-10 150V / 10A / 1500W
62000B-6-1(Mainframe) 6 slots / 19"(W), 4U(H)
62000B-3-1(Mainframe) 3 slots / ¥219"(W), 4U(H)

* The mainframe can be connected in parallel operation up to 8 units.

Model Specifications Dimension
62075H-30 30V / 250A / 7500W

62050H-40 40V / 125A / 5000W

62050H-450 450V / 11.5A / 5000W

62050H-600 600V / 8.5A / 5000W

62100H-30 30V / 375A/ 11250W

62100H-40 40V / 250A / 10000W

62100H-450 450V / 23A / 10000W 19"(W), 3U(H)
62100H-600 600V / 17A / 10000W

62100H-1000 1000V / 10A / 10000W

62150H-40 40V / 375A / 15000W

62150H-450 450V / 34A / 15000W

62150H-600 600V / 25A / 15000W

62150H-1000 1000V / 15A / 15000W

* The 62000H can be connected in parallel or serial operation up to
10 units.

Model Specifications Dimension
62020H-150S 150V / 40A / 2000W 19"(W), 2U(H)
62050H-600S 600V / 8.5A / 5000W
62100H-600S 600V / 17A / 10000W "
62150H-600S 600V / 25A / 15000W 19", 3U(H)
62150H-1000S 1000V / 15A / 15000W

600V / 25A / 15000W
A620027 (Parallelable Power Stage) 19"(W), 3U(H)
A620028 1000V / 15A / 15000W

(Parallelable Power Stage)
* The 62000H-S can be connected in parallel operation up to 1.5MW



Programmable DC Electronic Loads 100W~93.6kW

B Cost effective modular load (6310A Series)

B Unique LED mode for LED power driver tests (6310A Series)
W High performance modular load (63600 Series)

B User defined waveform (63600 Series)

B Multi channel synchronous control (63600 Series)

High Performance Load
63600 Series

>

User Defined Waveform
Simulation

-
|
™ T T

Constant Impedance Mode (CZ Mode)
v

Cost Effective Modular Load

6310A Series

LED Load Simulator
63110A/63113A/63115A '

High Power Standalone Load
63200 Series

'_lé
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AC & DC Electronic Loads

B Constant & Rectified Load Modes for AC loading
W Parallel / 3-phase functions (AC mode only)

Model 63802 63803
Power 1800W 3600W
0~ 18Arms 0 ~ 36Arms
Current ) .
(54 Apeak, continue) (108 Apeak, continue)
Voltage 50 ~ 350Vrms (500 Vpeak)
Frequency 45 ~ 440Hz, DC

Dimension 4U(H) 7U(H)

Simulate different numbers of LEDs

63804
4500W
0~ 45Arms

(135 Apeak, continue)

W Auto frequency sweep up to 50kHz (63600 Series)

B High power standalone load (63200 Series)

B Current range up to 1,000A (63200 Series)

B Master/Slave paralleling control up to 93.6kW
(63200 Series)

Model Specification

63610-80-20 80V / 20A / 100W x 2ch 10us
63630-80-60 80V / 60A / 300W 10ps
63640-80-80 80V / 80A / 400W 10ps
63640-150-60 150V / 60A / 400W 10ps
63630-600-15 60V / 15A / 300W 10ps

63600-1
63600-2
63600-5 (10ch)
63601-5 (6¢h)

1 slot mainframe / 4U(H)
2 slots mainframe / half 19" (W) / 4U(H)

5 slots mainframe / 19" (W) / 4U(H)

Model Specification

63101A 80V / 40A / 200W 10us
63102A 80V / 20A / 100W x 2ch 10us
63103A 80V / 60A / 300W 10us
63105A 500V / 10A / 300W 24ps
63107A 80V / 5A&40A / 30W&250W 10us
63123A 120V / 70A / 350W 25ps
63106A 80V / 120A / 600W 10ps
63108A 500V / 20A / 600W 24ps
63112A 80V / 240A / 1200W 10us
63110A 500V / 2A / 100W x 2ch -
63113A 300V / 20A / 300W 25us
63115A 600V / 20A / 300W 25us
6312A 2 slots mainframe / half 19" (W) / 4U(H)
6314A 4 slots mainframe / 19"(W) / 4U(H)
Model Specification

63201 80V/300A /2600W; 19"(W) / 4U(H) 24ps
63202 600V/50A/2600W; 19" (W) / 4U(H) 24us
63203 80V/600A /5200W; 19"(W) / 8U(H) 24ps
63204 600V/100A /5200W; 19" (W) / 8U(H) 24us
63205 80V/180A /6500W; 19"(W) / 7U(H) 24ps
63206 80V/600A/10400W; 19" (W) / 10U(H) 20ps
63207 80V/300A/10400W; 19" (W) / 10U(H) 20us
63208 80V/600A/15600W; Cabinet / 17U(H) 20us
63209 80V/1000A/15600W; Cabinet / 17U(H) 20us
63210 600V/150A/14500W; Cabinet / 17U(H) 150us
63211 1000V/150A/15600W; Cabinet / 17U(H) 24ps
63212 1000V/150A/10000W; Cabinet / 17U(H) 24us

B Timing measurement for battery, UPS, fuse and breaker tests
B Analog voltage & current monitor

63803 / 63804

E5E

ks

O}=2%
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Rise & fall time

Rise & fall time

Rise & fall time




EV Motor Test Solutions P [of Go

i"/ www.chromaate.com

® Window motor

e Wi per motor Fan motor

Wound Component EST Analyzer 19036

B 5in 1 composite analyzer scanner

Corona Hi-pot Tester 19055-C

B Hi-Pot
ACW /DCW /IR /IWT/DCR

- AC 5kV/100mA (4kV/120mA) | ékV AC/6kV DC Hipot test )
- I_ Dci 6kV/?5,5T\'/A‘ . IMO~50G0) B 5kV Insulation Resistance test
- 5“58\7:0” ) mgx ! - B Impulse Winding Tester (IWT)
n Floatin; Lglﬁ?ulazgn%plies with EN50191 ™ 10 channels 4-wire DCR test

mL/Q With 3252 i

B Corona Discharge Detection (CDD) L/Q test With 3252 (option)

IC Inductor Test Solutions

Impulsing Winding Tester 19301A
| 10V~1000V impulse voltage test
| 0.25V test resolution
m High impulse test sampling rate
(200MHz),10bits
B <2mS high speed mode (P0.1)
B Inductance contact check function
Milliohm Meter 16502 B Inductance differential voltage compensation function

HF LCR Meter 11050

B Test frequency : TkHz ~ 1T0MHz
| Test level: 10mV ~ 5V

W Basic accuracy: 0.1%

B Dual frequency mode

B Basic accuracy: 0.05%
B Wide measurement range: 0.001TmQ ~ 1.9999MQ
B Pulsed test mode (thermal EMF reduction)

Inductor Test & Packing ATS |
< 1870D

B Polarity automatic rotation

B High speed sorting/packing (1800ppm max.)

B For SMT type application

B Test control and data collecting

Inductor Layer Short ATS

» 1871

W Special probe design for layer short test
m High speed sorting (1200 ppm max.)

| for SMT type application

W Test control and data collecting




Electrical Safety Analyzers

Electrical Safety Tester Selection Guide

AC/DC HIPOT
Model
AC/DC  Cutoff Flashover
output  current  Detection
19020 5kVac AC:10mA AC:20mA
6kVdc DC:5mA  DC:10mA
19032 5kVac AC:40mA AC:20mA
6kVdc DC:12mA DC:10mA
5kVac AC:100mA AC:20mA
19032-F (1vde DC:25mA  DC:10mA
19035 5kVac AC:30mA AC:15mA
6kVdc DC:10mA DC:10mA
19036 5kVac AC:100mA AC:20mA
6kVdc DC:25mA DC:10mA
19052 5kVac AC:30mA AC:15mA
6kVdc DC:10mA DC:10mA
19053 5kVac AC:30mA AC:15mA
6kVdc DC:10mA DC:10mA
19054 5kVac  AC:30mA AC:15mA
6kVdc DC:10mA DC:10mA
19055 5kVac AC:100mA AC:20mA
6kVdc DC:25mA DC:10mA
19056 10kVac AC:20mA 20mA
19057 12kVdc DC:10mA 10mA
19057-20 20kVdc DC:5mA 10mA
19071 5kVac AC:20mA AC:15mA
19073 5kVac  AC:20mA AC:15mA
6kVdc  DC:5mA DC:5mA
19301A - - -
19305 - - -
19305-10 - - -
19572 - - -

Insulation
Resistance

DC
output

1kv

1kv
1kv

5kV
5kV
1kv
kv

kv

5kV

5kV
5kV

1kv

Range Current

50GQ

50GQ
50GQ

50GQ
50GQ
50GQ
10GQ

10GQ

50GQ

50GQ
50GQ

50GQ

Ground Bond

30A
60A™

40A

45A

Leakage
Current  Impulse
Test”  Winding Others
Range Power Test
- Capacity
- - - 10/4 channels
o 300Vv/
S10mO™ Sopmax? T i
5 300V/ SOOYA
510mQ 20A max.” - Floating
’ Output
) ) ) DCR 8 ports
scanner
) ) 6kV 10 ports
scanner
) . ) 8 ports
scanner
) . ) 4 ports
scanner
500VA
- - - Floating Output,
corona detection
- - - AC only
- - 1kV 0.1pH min.
- - 6kV 10pH min.
) ) bV 10 ports
scanner
510mQ™ - - -

Note *1 : Leakage Current Test is required by standards of Electrical Appliances, Medical Equipment, IT Products and

Video/Audio Appliances etc. (IEC 60065, 60335, 60601, 60950 etc.)
Note *3 : Depends on current output

Note *2 : Options

LCR Meters

e P

| g,

11021/11021-L

Automatic Transformer Tester

LCR Meter Selection Guide

Model Frequency Range

11020 100Hz, 120Hz, 1kHz

11021 100Hz, 120Hz, 1kHz, 10kHz

11021-L 1kHz, 10kHz, 40kHz, 50kHz

11022 50/60/100/120/1k/10k/
20k/40k/50k/100k Hz

11025 50/60/100/120/1k/10k/
20k/40k/50k/100k Hz/DC

11050 1kHz~10MHz/DC

3252 20Hz~200kHz/DC

3302 20Hz~1MHz/DC

Auto Transformer Test System Selection Guide
Model
13350 +A133502 20Hz ~ 200kHz
3250 + A132501  20Hz ~ 200kHz
3302 + A132501  20Hz ~ TMHz

Frequency Range

Electrolytic Capacitor Tester Selection Guide

Get a quote
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,

19020 Series

™

-

> = i
|

3" Tl

19056/19057 Series

Impedance Range
0.1pF ~ 4.00 F
0.1mQ ~ 100MQ
0.1mQ ~ 100MQ

0.01TmQ ~ 100MQ

0.01TmQ ~ 100MQ

0.1mQ ~ 100MQ
0.1mQ ~ 100MQ
0.1mQ ~ 100MQ

Impedance Range
0.1mQ ~ 100MQ
0.1mQ ~ 100MQ
0.1mQ ~ 100MQ

Model Primary Function

11800 Ripple current tester

11801 Ripple current tester

11810 Ripple current tester

Capacitor leakage current /

11200 IR meter

Test Signal
100Hz/120Hz/400Hz/1kHz,
0~30A DC Bias 0.5V~500V
20k~100kHz, 0~10A,

DC Bias 0.5~500V
20k~1000kHz, 0~10A,

DC Bias 0.5~500V

1.0~650V/800V, CC 0.5~500mA



Battery Test Solutions Q e
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B Regenerative battery energy discharge Saves energy, protects the environment,

and has low heat output

Driving cycle simulation (power/current)

High precision measurement accuracy (17020/17030_0.1% F.S., 17011_0.04%F.S.)
System integration: chamber, BMS communication, data logger (V/T)

Channel parallel output function maximum 1200A (17011), 2600A (17020)

Build-in battery DCIR & EDLC capacitance(F), EDLC DCR test functions

Turnkey integrated with MES and automation solutions to production line, QA, R&D

AC Power
Consumption

== | am|
= E

E®E|mm] Discharge =
Battery Pack

Regenerative
Power

[er——
§ 50808 5088

Thes gt

- . |
Loading Dynamic Support FUDS Test
Power/Current Profile_, — _

AC Line

Regenerative Function

) Y I3 i — Thermal
Charge/Discharge Tester Regenerative Battery Module/Pack Test System Data Logger
17011 17020 & 17030 51101/51101C Series

A A

|
Gattery Cell S Battery Module o> T
P )

Hipot Analyzer

27 - 19055-C
! =F ‘il |
i =) W= = DC Power DCP = : i’
- - |l S | ower Multi-Channel
< o | ooy Load Battery Hipot Tester
-y - 62000H Series 63200 Series Pack ATS 19090 Sarios
OCV/ACR Tester Barcode Binding
17800 17910 |Regenerative Charge & Discharge Test System 17011 |
I 5 i 1 r Parallelable Redundant | Energy oz
Module Max.V/I channels
Current Fun. Regen. | .
In system
17202-5-20 | 5V/20A |40A,100A,200A |V - 10ch~90ch
. c i . 17202-5-30 | 5V30A | 60A,150A,300A |V = 10ch~90ch
i i t ti t
ORI ol P R 17212R-5-100 | 5v/100A | 20004006004 | v 12ch~48¢ch
Max. Max. Max. Total Channels Max Power Max. Voltage | Max. Current Total ArEmmels
Power | Voltage Current in the System in system
600W | 60V 13A 8ch~60ch | | 20kW e 2008 ;EE
1.25kW | 20V/60V 65A/62.5A 4ch~60ch 180kW 700V 300A Tch
2.5kW | 60V/100V/200V 62.5A/50A/30A 4ch~60ch 210kW 900V 500A 1ch
5kW | 20V/60V/100V/200V | 260A/125A/100A/60A 1ch~30ch 250kW 700V S00A Ich
T0kW | 20V/60V/100V/200V | 520A/250A/200A/120A Tch=15ch | |oeors ‘;8% 2882 ;zp
20kW | 20V/60V/100V/200V | 1040A/500A/400A/240A 1ch~7ch 300kW 700V 1000A Teh
50kW | 20V/60V/100V/200V | 2600A/1250A/1000A/400A 1ch 500kW 1200V 700A 1ch




Automatic Test Systems

Get a quote
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Adapter/Charger ATS PC Power DC-DC SMPS ATS PV Inverter ATS LED Driver ATS
8020 Supply ATS  Converter ATS 8000 8000 8491
8010 8000

i v .y T

High Capacitance Medical Electrical Magnetic Capacitor Test Bias Current Component Electrical EDLC LC
Electrolytic Capacitor ~ Safety ATS Component System 1820 Test System ATS 8800 Double Layer ~ Monitoring
ATS 1911 8910 Test System1810 11300 Capacitor ATS System
8801 8802

System Model 8000 8010 8020 8200 8491 System Model 11300 1810 1820 1911 8800 8801 8802 8910
UUT Type UUT Type
Battery Charger Vv -- Vv -- --  Inductor v
Switching Mode Rectifier \% -- -- -- --  (Saturation Current Test) a - a - a - a
Switching Power Supply v v v v Inductor (AC+DC,
(Multi-Output) Temperature-rising Test)
Adapter \Y - V \Y --  Capacitor (AC+DC, v
DC to DC Converter Vv -- - -- -~ Load Life Test) - - - - - - -
DC Power : v v -" - == High Capacitance v
LED Power Driver - - - - V' Electrolytic Capacitor - - - - - - -
EV Power Electronics V -- -- -- -- Passive Component _ _ _ _ vV _ _ _
PV Inverter v - - - ~~  EDLC (Capacitance, v
Functionality : DCIR, ESR Test) - D I - D
Open System Architecture \Y% - -- - V' EDLC
Optional Instrument Extendible ~ V - -- - \% esless CuiEm T == == == == = == \% ==
Windows 98/NT/2000 orabove V. V.V v v S8E9E HTEN 6
User Permission Setting Vv Vv Vv Vv Vv Safety T quip - - - - -- - -- Vv
System Administrator (Safety Test)

Vv V V -- Vv
Access Log
Network Management \ \% \Y -- V' Note *1
Shop Floor Control Software ™ v v v v V' The system can work with Shop Floor Control software used on the manufacturing
$Z§: Ezlr?%i?r:;ng x Y }/_ Y x production line to attain overall factory control and remote control through internet.

* .

Test Program Editing V V V V V Note *2: . ) .
Test Program Saving v Vi v Vi vy Enables the user to operate all instruments on-line via one computer screen,
Debug Run Vi - - - Vv incorporating the test values from individual instruments to save time and resources.
GO/NO GO Test v. v v v v Note*3:
Statistical Analysis Control \Y \Y \Y; Vv V. Automatically generates various R&D reports including oscilloscope waveform and
Test Report Printing \% \ \% \ V. others to meet customers needs and reduce the report preparation time.
On-Line Control \ -- -- -- Vv
Report Wizard = \Y - -- -- \Y



Electric Vehicle Test Solutions K Go
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[Relays | Fuses | Charger JlEVSE |

VMS ATS OBC/DC-DC Converter ATS EVSE (AC Level 1, AC Level 2) ATS EV AC Charging Compatibility ATS

Battery Module ATS Battery Module ATS Battery Module
(Include cells monitor) Maintenance ATS
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Software Main Screen Test Program Editing Running GO/NOGO Statistic Report
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. : AC Poc\;\é)eg&?urce Digital Power Meter uuT LED Load Simulator

: : 61500 Series 66200 Series  LED Driver ~ 63110A/63113A/63115A

E E Current Harmonic LED 63110A LED 63110A

. . Limitation Test loading LED mode loading  dimming test dimming test

= = IEC61000-3-2 Class C

: : Power Line for lighting equipment ' ' V

: : Disturbance Simulation [ | LA ‘

E sy v E Simulate different Simulatg different

[ LED Power Driver I number of LEDs  characteristic of LEDs

Automatic Test System

Photovoltaic Inverter Test Solutions

Grid Connected Type Testing O

e — :
RLILD ) - vF ........

Solar Array Simulator
62000H Series :

- Regenerative Grid Simulator

PV Inverter Digital Power Meter - 61800 series
66200 Series .

A H Stand Alone(Off Grid)Type Testing [

iy 1
PV Inverter ATS Micro Inverter ATS
8000 8000

Electrical Safety Analyzer AC Electronic Load
19032-P 63800 Series
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HEADQUARTERS
CHROMA ATE INC.
66 Huaya 1st Road, Guishan, Taoyuan 33383, Taiwan
T +886-3-327-9999
F +886-3-327-8898
info@chromaate.com
www.chromaate.com

U.S.A.
CHROMA SYSTEMS SOLUTIONS, INC.
19772 Pauling, Foothill Ranch, CA 92610
T +1-949-600-6400
F +1-949-600-6401
sales@chromausa.com
www.chromausa.com

EUROPE
CHROMA ATE EUROPE B.V.
Morsestraat 32, 6716 AH Ede, The Netherlands
T +31-318-648282
F +31-318-648288
sales@chromaeu.com
www.chromaeu.com

JAPAN
CHROMA JAPAN CORP.
472 Nippa-cho, Kouhoku-ku, Yokohama-shi,
Kanagawa, 223-0057 Japan
T +81-45-542-1118
F +81-45-542-1080
www.chroma.co.jp

CHINA
CHROMA ELECTRONICS (SHENZHEN) CO., LTD
8F, No.4, Nanyou Tian An Industrial Estate,
Shenzhen, China PC: 518052
T +86-755-2664-4598
F +86-755-2641-9620
www.chroma.com.cn
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