L
Programmable AC Sources 500VA~300kVA R0,
B 500VA~&60kVA/D~300Vac/single or three phase settings W |[EC 61000-4-11, IEC 61000-4-14, |IEC 61000-4-28 voltage dips E%’
B Low distortion output voltage waveform and frequency variation simulations s 4::|.u<:11:e
B Power line disturbance simulation capability B Harmonics, interharmonics waveform synthesizer for ri-:.;hi now |
W Harmonics and inter-harmonics synthesis functions IEC 61000-4-13 testing

B High output current crest factor, ideal for inrush current testing M Interface: GPIB/RS-232/USB/Ethernet
B Supports parallel functions to meet higher output power
requirements up to 300kVA

High Performance AC power source Model Specifications Dimension
61500 Series 61501 500VA / 300V / DC, 15~1kHz / 10 3U(H)

61502 1000VA / 300V / DC, 15~1kHz / 1@ 3U(H)

61503 1500VA / 300V / DC, 15~1kHz / 1@ 3U(H)

61504 2000VA / 300V / DC, 15~1kHz / 1@ 3UH)

61505 4000VA / 300V / DC, 15~1kHz / 1@ 6U(H)

61511 12kVA/300V/DC, 15~1.5kHz/1@&3@  Cabinet/26U(H)
61512 18kVA/300V/DC,15~1.5kHz/1@&3E Cabinet/26U(H)

Power Line Disturbance RTCA DO-160G 61511+ " Cabinet/
Simulation Aerospace Testing A615103 SchistBEt s L ace A b 26U(H) x2
61512 Cabinet/
+AK15103 SOKVA/300V/DC, 15~1.5kHz/ 10430 26U(H) x2
Basic and Cost Effective AC power source * 61500 can be connected in parallel operation up to 90kVA

61600 Series

Model Specifications Dimension
- - 61601 S00VA / 300V / DC, 15~1kHz / 1@ 3U(H)
[: Sk [ : 61602 1000VA / 300V / DC, 15~1kHz / 1@ 3U(H)

61603 1500vA. / 300V / DC, 15~1kHz / 1@ 3U(H)
61604 2000VA / 300V / DC, 15~1kHz / 1@ 3U(H)
61605 4000VA / 300V / DC, 15~1kHz / 1@ GUH)

- '; iy g iy g 61611 12kVA/300W/DC, 15~1.5kHz/1@&3@ Cabinet/26U(H)
High Output Current R " :
Crest Factor Master-Slave Parallel Operation 61612 18kVA/300V/DC, 15~1.5kH2/10&3@  Cabinet/26U(H)
61611 Cabinet/
e it
+AL15103 30kVA/300V/DC, 15~1.5kHz/1D8&3@ 26U(H) x2
Advanced AC power source 61617 Cabinet!
61700 Series +AK15103 36kVA/300V/DC, 15~1.5kHz/1D&3@ 26U(H) x2
. Seevy: * 61600 can be connected in parallel operation up to 90kVA
l ..'.. . Model  Specifications Dimension
- '-

Power Line Disturbance MIL-5TD-704F Aerospace

I-i- i 61701 1500VA / 300V / DC, 15~1.2kHz / 3@ Cabinet/?U(H)

61702  3000VA / 300V /DC, 15~1.2kHz / 3@ Cabinet/?U(H)

)

Simulation Testing 61703  4500VA / 300V / DC, 15~1.2kHz / 3@ Cabinet/9U(H)
| —— 61704  A000VA / 300V / DC, 15~1.2kHz / 3@ Cabinet/?U(H)
Regenerative Grid Simulator 61705  12000VA / 300V /DC, 15~1.2kHz /3@  Cabinet/20U(H)

61800 Series

= : ﬂ Biofuel Power
£l “ - Solar Power Model  Specifications Dimension

61830  30kVA / 300V /DC, 30~100Hz / 1@ & 3@ Cabinet/37U(H)

61845 45kVA / 300V / DC, 30~100Hz / 1@ & 3@ Cabinet/39U(H)

l. I
Regonertwe  ODEORI0
ek 61860  60KkVA / 300V / DC, 30 ~100Hz / 1@ & 3@ Cabinet/39U(H)

Fully regenerative and applicable for 4 quadrants with voltage and current
* 61800 can be connected in parallel operation up to 300kVA




